
12NNT-F

WEAR RING

IMPELLER

BACKPLATE
BEARINGS

• Size: 12NNT - 12” discharge x 8” suction with 125# cast iron fl anges.
• Casing: Cast Iron.
• Impeller: Enclosed - 2 vane. Handles 3” diameter solids.
• Wear Rings: Replaceable. (Double wear rings available).
• Seal: Cornell’s patented Cycloseal® design system. John Crane 

T-2 single mechanical seal with Viton® elastomers, stainless steel 
hardware and tungsten- vs. siliconcarbide seal faces for abrasion 
resistance.

• Shaft Sleeve: Heat treated 416 stainless steel.
• Bearings: Heavy duty, grease lubricated, deep groove ball       

bearings, with a minimum of 50,000 hours bearing life.
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CORNELL PUMP COMPANY  PORTLAND, OREGON
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Cornell Pump Company         Portland, Oregon

HP x .746 = KW
GPM x 3.785 = Liters/Minute
GPM x .227 = Cubic Meters/Hour
Inches x 25.4 = Millimeters
Feet x .305 = Meters No. vanesDischargeSuction

SINGLE VOLUTE                                            MOUNTING CONFIG.:   CC,  VM,  F,  VF,  EM,  VC

12NNT - VARIOUS RPM
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