
Description

Channel gates are used in open channels for fluid flow control and therefore do not have 
a seal along the top edge of the gate. These gates are usually manufactured with an 
allowance of 100 mm to 200 mm above the maximum flow depth of the channel. 
Channel gates are normally mounted in slots within the side walls and floor of a channel, 
however the frames can be adapted to be bolted against a wall face if necessary.
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Application

Wastewater treatment plants
Water treatment plants
Mining industry
Abattoirs
Food production industry
Reservoirs and dam walls
Irrigation system

Features & Benefits

Frame suitable for direct mounting
Designed and manufactured to suit any size opening
Gate frame provided with HDPE liner for low friction 
sliding
EPDM seal
Actuated or manual gates provided according to 
client specification
Rising or non-rising spindle gates provided 
according to client specification
Rigid ACME thread S/S spindle design
Resilient sealing system with L seal design
Low maintenance
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Performance & Specification

Channel Gate - Estimated Flow Rates

• We manufacture to suit non-standard openings
• Table data subject to change to suit civil and flow conditions
•All dimensions in mm

WIDTH (A)
DEPTH 

(B)

CG150 150 300 130 300 200 628 3 100
CG250 250 400 230 400 300 837 3 100
CG350 350 500 330 500 400 1047 3 100
CG450 450 600 430 600 500 1256 4 100
CG550 550 700 530 700 600 1465 4 120
CG650 650 800 630 800 700 1675 5 120
CG750 750 900 730 900 800 1884 5 120
CG850 850 1000 830 1000 900 2093 6 120
CG950 950 1100 930 1100 1000 2302 7 120
CG900 900 1200 880 1200 1100 2511 7 100

CG1000 1000 1300 980 1300 1200 2721 7 100
CG1100 1100 1400 1080 1400 1300 2930 8 100
CG1200 1200 1500 1180 1500 1400 3139 8 120
CG1300 1300 1600 1280 1600 1500 3349 9 120
CG1400 1400 1700 1380 1700 1600 3558 9 120
CG1500 1500 1800 1480 1800 1700 3767 10 150
CG1600 1600 1900 1580 1900 1800 3976 10 150
CG1700 1700 2000 1680 2000 1900 4186 11 150
CG1800 1800 2100 1780 2100 2000 4186 11 150

CG1900 1900 2200 1880 2200 2100 4186 11 170
CG2000 2000 2300 1980 2300 2200 4186 11 170
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